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A comma is used as the decimal marker. 

National foreword 

This standard has been prepared by Technical Committee ISO/TC 219 �Floor coverings� of the International 
Organization for Standardization (ISO) and has been taken over as EN ISO 24341:2012 by Technical 
Committee CEN/TC 134 �Resilient, textile and laminate floor coverings�, (Secretariat: BSI, United Kingdom). 

The responsible German body involved in its preparation was the Normenausschuss Kunststoffe (Plastics 
Standards Committee), Joint Working Committee NA 054-04-08 GA Gemeinschaftsausschuss FNK/NHM: 
Spiegelausschuss zu CEN/TC 134 und ISO/TC 219. 

Amendments 

This standard differs from DIN EN 426:1993-10 as follows: 

a) Clause 1 �Scope� has been revised; 

b) Clause 2 �Principle� has been extended; 

c) Clause 5 �Sampling and selection of specimens� has been extended; 

d) Clause 6 �Test procedure� has been editorially revised; 

e) Clause 9 �Test report� has been modified. 

Previous editions 

DIN EN 426: 1993-10 
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Revêtements de sol résilients et textiles - Détermination de 
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    la longueur, de la largeur et de la rectitude des lés  
(ISO 24341:2006) 

 Elastische und textile Bodenbeläge - Bestimmung der 
Länge, Breite und Geradheit einer Bahn (ISO 24341:2006)
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